
CALIFORNIA REGIONAL WATER QUALITY CONTROL OOARD
SAN FRANCISCO BAY REGION

ORDER NO. 89-069

NPDES NO. CA 0029521

WASTE DISCHARGE REQUIREMENTS FOR:

IMO INWSTRIES, INC.
IMO DELAVAL ENGINE MANUFACTURING FACILITY
OAKlAND, AlAMEDA COUNTY

The California Regional Water Quality Control Board, San Francisco Bay
Region, (hereinafter called the Board) finds that:

1. IMO Industries, rnc., IMO Delaval Engine Manufacturing Facility,
hereinafter called the discharger, by application dated March 16,
1989, has applied for issuance of waste discharge requirements and a
permit to discharge waste under the National Pollutant Discharge
El irnination system (NPDES) .

2. The discharger owns an approximately 60 acre site in Oakland, Alameda
County located at 550 85th Avenue. The site has been used since the
early 1940s for steel and iron foundry operations and since the early
1960s for the manufacture of large engines. Foundry operations and
engine manUfacturing operations were discontinued in 1986 and 1987,
respectively. The site currently is in the process of being sold.
See Attachment A for a site location.

3. site investigations conducted between February 1988 and August 1988
indicate the presence of volatile organic compounds (vocs) in the
groundwater in shallow water bearing sediments at depths between about
15 and 30 feet below the ground surface. The site investigation
revealed that a machine shop vapor degreaser located in the
disharger's main assembly building had leaked VOCs, primarily 1,1,1­
trichloroethane, into the soil and storm drain. The site
investigations characterized the extent of vocs in the soil in this
area and IMO Delaval subsequently excavated and aerated VOC-containing
soil onsite in accordance with procedures specified by the Bay Area
Air Quality Management District. The vapor degreaser and ancillary
equipment, inclUding the solvent storage tank, were removed from the
site in February 1988.

4. The discharger seeks to cleanup and prevent the further migration of
groundwater pollutants by groundwater extraction and treatment.

5. Waste 001 consists of approximately 220,000 gallons per day (gpd) of
extracted groundwater treated by an air stripping system prior to
discharge to a storm drain which is a tributary to Elmhurst Creek, San
Leandro Bay and Central San Francisco Bay.
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